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THE EFFECT OF PARTICULATE SiC ON FATIGUE CRACK GROWTH AND FRACTURE
TOUGHNESS OF A CAST-EXTRUDED ALUMINUM ALLOY COMPOSITE

David L. Davidson
Southwest Research Institute
San Antonio, Texas 78284

ABSTRACT

A detailed micromechanics analysis has been performed on a composite
of 2014 aluminum alloy matrix with 15 vol.% particulate SiC. This composite
was manufactured by the Dural Co. by casting and extrusion. The matrix alloy
was peak aged before testing. The microstructure was found to contain about
3% intermetallic particles in addition to those expected for this material.
Fatigue cracks were grown from approximately threshold to rapid fracture
stress intensities. Fatigue crack growth rates and fracture toughness were
measured. Analyses of the crack tips were performed by stereoimaging at low
and intermediate stress intensities, and just prior to the onset of rapid
fracture. Detailed strain maps were derived, and considerable influence of SiC
on strain was found. Analyses of microcracks near the main crack were made
and found to have only a small influence on fracture. Fatigue threshold was
explained on the basis of measured and calculated crack closure, but fracture
toughness values measured could not be rationalized by fractography or by
applying previously developed quantitative models.

I. INTRODUCTION

The addition of silicon carbide particles to aluminum alloys results in
an increased modulus, which may also be accompanied by an increased yield
stress, depending on the alloy, heat treatment, and manufacturing method [1].
Other attributes for these composites may be enhanced resistance to wear [2],
corrosion [3], and fatigue crack initiation [3], when compared to the matrix
materials alone. Unfortunately, fracture toughness and fatigue crack growth
resistance of these composites are usually inferior to the aluminum alloy
matrix materials [4,5]. Why is the crack growth resistance of this class of
composites inferior to aluminum alloys, and what can be done to enhance the
composite fracture properties? The research reported here has used crack tip
micromechanics, in addition to more traditional methods, to gain insight into
the origins of the fracture characteristics of one of these materials.
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Three manufacturing methods have bean used for producing these
composites: (1) silicon carbide are introduced into a molten bath of aluminum
alloy, which is then cast and often further worked by extrusion or forging, and
may be precipitation hardened, depending on the properties of the matrix alloy;
(2) aluminum alloy powders are mixed with powdered silicon carbide which is
subsequently consolidated into billets using powder metallurgy forming
processes, and (3) silicon carbide particles are mechanically alloyed into
aluminum alloy powders and then formed into billets using powder metallurgy
consolidation techniques.

The author's research on the fatigue and fracture toughness of these
composites has concentrated on the effects of matrix alloy type and heat
treatment, particle size and volume fraction for manufacturing methods (1) and
(3), as given above. Micromechanics has been used extensively in this and
similar research to complement the more usual, macroscopic investigative
techniques of fracture research. While the general fracture characteristics of
these composites have been determined, and published [4,6], the work reported
here is a detailed analysis of crack growth through a cast composite and
complements similar, previously published work on composite manufactured by
mechanical alloying [7].

II. MATERIAL

The simplist and least expensive method for manufacturing aluminum
matrix SiC composites is the addition of silicon carbide particles (grit) to
molten aluminum alloys. The material investigated by this research was
fabricated using this method in 1985 by Science Applications Intemational of
San Diego, CA, now called the Dural Aluminum Composites Company.
Particulate SiC at a concentration of 15 % by volume was added to 2014
aluminum alloy (4.4Cu, 0.8Si, 0.8Mn, 0.4Mg in wt. %) using a proprietary method
for dispersion. After casting, the material was subsequently extruded at
4900C, with a 8.2:1 ratio, to produce bars of 16 x 38 mm cross section. Upon
receipt of the material, half of it was cut into pieces about 60 mm long,
solutionized at 5000C for 2 hrs., precipitation aged to peak hardness (T6) at
1600C for 16 hrs., according to the recommendations of the manufacturer,
which is not the standard age hardening treatment for unreinforced 2014 alloy.
For comparison to other composites, this material was designated 2014 - PA +
15v/o SiC. This composite gave the highest value of fracture toughness
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measured for the 13 variations in manufacturing technique, matrix alloy, SiC
volume fraction, and heat treatment investigated [4], which is the reason a
detailed micromechanics investigation of fracture was undertaken.

The microstructure of this composite was characterized by optical and
electron microscopy, both scanning (SEM) and transmission (TEM). The level of
dispersion uniformity may be judged from Fig. 1 (a), a low magnification optical
microscope photograph. The higher magnification secondary electron SEM
photograph in Fig. 1(b) reveals the presence of much smaller particles. A
backscattered micrograph, Fig. 1 (c) suppresses visibility of the SiC particles
and clearly shows that many of the small to intermediate size particles are not
SiC. From energy dispersive x-ray analysis, these particles were found to be of
two compositions: about 80% of the particles were rich in Al, Si, Fe, and Mn,
and about 20 % of the particles were rich in copper.

The microstructure of the aluminum alloy matrix was further
investigated by transmission electron microscopy of thin foils prepared by
chemical jet polishing of dimpled blanks. The matrix structure, shown in Fig.
2, is reasonably typica! of an aluminum alloy, except that dispersoid-free
channels were found to be a fairly common feature. A complete analysis of the
dispersoids seen in Fig. 2 was not made, but volume fraction (=.01) and size
range (0.05 - 0.25 Igm) are approximately those expected for aluminum alloys
[8].

The size distribution of all particles was determined using a Tracor
Northern Image analysis system. Six SEM photographs made at a magnification
of 500 times were analyzed. The distribution of particle sizes is fairly broad,
as shown in Fig. 3, and peaks at 5 to 7 pim. Total areal fraction of particles,
the integral of the curve in Fig. 3 converted to volume fraction, was found to be
18.5%, which is somewhat larger than the 15 v/o of SiC added during
manufacture of this composite.

An analysis was also made of non-SiC particles which revealed a large
number of very small particles, but also with a few larger particles, up to
about 15 gim. The total volume percent of the 2300 particles analyzed was
found to be about 3.7%. If this fraction is subtracted from the overall particle
volume, then SiC is approximately equal to the manufacturer's stated value.

The distribution of SiC particle size is approximately log-normal, with
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a maximum at 6.5 gim, as determined from plotting the data on a logarithmic-
normal graph. This distribution is shown by the solid line in Fig. 3. The
distribution departs from log-normal at small particle sizes due mainly to the
presence of non-SiC particles.

Ill. TENSILE AND FRACTURE PROPERTIES

Tensile stress-strain curves for the composite are shown in Fig. 4(a).
Two tests were conducted, terminating in fracture strains of 0.016 and 0.024.
From the tensile deformation curve, the cyclic stress-strain properties were
estimated [9] by correlating stress to plastic strain, as shown in Fig. 4(b). The
average values of measured and derived properties are shown in Table 1.

Fatigue crack growth rate curves are shown in Fig. 5. Two specimens
of differing configuration and different testing techniques were used to
generate these data. One method used a compact tension specimen, designated
CT/CCFM, with outer dimensions of 31 x 32 mm by 6.5 mm thick that was
cycled in a computer controlled, servo-hydraulic laboratory fatigue machine
which used a crack mouth compliance gauge to measure crack length. The crack
was initiated by cycling at 8 MPa4m, R = 0.1, 10 Hz. Load was then decreased
at the rate of 1 MPa4m per mm of crack growth until a growth rate of about
10-9 m/cycle was achieved, then load was slightly increased and held constant
and crack growth data were recorded.

Data for the second crack growth rate curve shown in Fig. 5 was
derived from a single edge notched specimen, designated SEN/SEM, 20 mm wide
and 3 mm thick which was machined to fit in a cyclic loading stage for the SEM
[10] that was used for observations of the crack tip region under high
resolution conditions. The crack was initiated from a 0.5 mm wide slit
approximately 2.5 mm deep at AK = 6 MPa4m, R= 0.1, 10 Hz, in a laboratory
servo-hydraulic fatigue machine. Crack length on both sides was monitored by
periodically removing the specimen to an optical microscope. 'After crack
initiation, the load was decreased until a crack growth rate of approximately
10-9 m/cycle was achieved, then periodically raised to obtain larger values of
AK. At several levels of AK, the specimen was removed from the laboratory
machine and inserted into the SEM cyclic loading stage for observation. The
crack tip region was then photographed in the SEM at maximum and minimum
load for further micromechanical measurements using the stereoimaging
technique [11].
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Fatigue cracks were allowed to grow to lengths which resulted in rapid3 fracture of the specimen, thereby allowing a fracture toughness value to be
determined. Fracture surfaces were flat, evidencing no shear lips. Threshold
values for fatigue crack growth, AKth, and values of fracture toughness, Kc ,

measured by these methods are given in Table 1. The linear portion of each
I crack growth rate curve in Fig. 5 has been fit by the equation

da/dN = BAK s  (1)

Fitting constants for eq.(1) are listed in Table 1.

Reasons for the differences between the crack growth rate curves in
i Fig. 5 are unknown. Data collected for several other composites using exactly

these same methods resulted in nearly duplicate curves, so it was concluded
that these differences in fatigue crack growth properties represented

I differences in material, rather than differences in technique. The results of
the SEN/SEM specimen match more closely those of other, similar composites;

i therefore, this curve was taken as being the most representative.

To study, in detail, interaction of the fatigue crack with SiC particles,E the crack was grown in the SEM cyclic stage while being frequently monitored
and photographed. A sequence of photographs made at AK = 8.8 MPa4m showingU the progression of the crack through the composite is shown in Fig. 6. Clearly,
the SiC particles are exerting a significant influence on the crack as the tip
approaches them. Crack length versus the number of cycles is shown for thisI sequence in Fig. 7(a), while Fig. 7(b) gives matching growth rates. Crack tip
positions in the photographs of Fig. 6 may be correlated with those in Fig. 7 by

i the letters designating the figure. At this level of AK, only a single crack tip
was observed, and no other microcracks near the main crack were found.

With increasing AK, the crack tip behavior became increasingly more
complex, and the effect of SiC on the crack tip changed. Typical behavior atI intermediate levels of AK is shown in Fig. 8. If the crack tip was relatively far
from any SiC particles, multiple crack tips were often observed, Fig. 8(a), but
when the crack tip grew to within close proximity of SiC particles, the crack

I tip tended to remain singular, Fig. 8(b). Reasons for this multiple matrix
cracking are unknown, but it may have something to do with the dispersoid-freeIchannels found in the matrix by TEM, Fig. 2(b).

I
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At AK = 19 MPa4m, multiple cracks were often found to form in the
vicinity of the main crack. This behavior is illustrated in Fig. 9, which shows
the formation and evolution of the microcracks as the main crack grew.

I Microcracks formed both at the interfaces of SiC particles and in the matrix
regions between particles.

I As the stress intensity approached Kc , the zone of microcracking near

the main crack decreased, as illustrated in Fig. 10, although only one crack tip
in this state was observed. Tearing occurred during the loading cycle of Fig.
10, and rapid fracture initiated on the next loading cycle. The extensiveI plasticity associated with this level of stress intensity necessitated
examination at the low magnification shown.

Micromechanics analyses were made for the cracks shown in Figs. 6, 9
and 10, covering the range from near-AKth to Kc, and are shown in sections IV

I and V, following a discussion of the fracture surface examination.

Fracture surfaces of both the fatigue crack growth and overload regions3 were examined in the SEM. Evidence was sought for periodic crack arrest
markings (striations) over the whole range of crack growth rates, but none was

I found. A typical fractograph at mid-AK range is shown in Fig. 11 (a), where
some isolated regions of periodic markings may be seen, but these striations
(see inset) are quite different from those caused by fatigue crack growth
through unreinforced alloys 112].

During examination of the surface created by fast fracture, regions of
dimpled rupture were sought. If found, these regions might have indicated that
fracture toughness was controlled principally by microvoid growth and

I coalescence. However, only small, isolated patches of dimples were found, a
few of which are illustrated in Fig. 11 (b). The broken and debonded SiCI particles shown in the photograph should also be noted. Similar features were
seen also on fast fracture surfaces of many other, similar composites, so they
are not unique to this material. The roughness of the fracture surface, bothU that created by fatigue and fast fracture, was measured for possible
correlation to either roughness induced fatigue crack closure or increasedU toughness due to crack tortuosity. The surface roughness did not correlate

I
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U with either the level of fatigue crack closure, AKth [6], nor Kc, the magnitude

of fracture toughness measured [4]. In summary, fractographic examinationprovided no assistance in quantitatively assessing the mechanisms of fracture
for this composite.

IV. MICROMECHANICS

I The stereoimaging technique was used extensively to map the strain
fields associated with the fatigue crack growth sequence shown in Figs. 6, 9
and 10, which are a progression of crack growth rates from near threshold to
near fast fracture. The highest resolution stereoimaging measurements madeIto date were used to detail the interaction between the crack and SiC particles.
Although extensive manipulation of the data was made using various analyses
and computer graphics, the results shown have been limited to those most

3 interesting.

I Fatigue at Low AK

The distribution of maximum shear strain around the fatigue crack tip
3 shown in Fig. 6(b), which was relatively distant from SiC particles, is

illustrated in Fig. 12. The distribution of strain surrounding this crack tip, as
I well as the crack opening displacement (inset), is very much like that found for

fatigue cracks in unreinforced aluminum alloys [13]. Strain is a maximum at
the crack tip and, as the contours of strain show, plasticity is more extensive
ahead of the crack tip than to each side of it. The crack opening displacement
parallel to the loading axis, CODx, varies as the square root of the distance

I behind the crack tip.

After the crack grew for some distance towards the whisker-like SiC3 particle in its path, designated P1 in Fig. 6(c), a very similar strain

distribution is again found, when viewed on a coarse scale, Fig. 13(a), and the
COD (inset) is similar to that already shown. However, when the strains are
determined with higher resolution near the end of PI' as shown in Fig. 13(b), it

is clear that intense deformation has occurred there, and that the strain level
in P1 has increased markedly.

I A further increase in crack length, Fig. 6(d), causes the interaction
between the crack and particle to intensify. At this point, the crack has begunI

I
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to deflect around PI. The strain map in Fig. 14 indicates that severe strain
I localization has occurred ahead of the crack tip and along the interface with

the particle, and the COD (inset) is likewise affected by this strain
localization. Very large strains, predominantly shear in character, have

I developed in the central region of the SiC particle -- the effect is remarkable
when visualized in the stereoviewer. Another way to interpret this interaction

I between the crack and P1 is to convert the strains of Fig. 14 to stresses. This
computation was accomplished using the derived cyclic stress-strain curve,

i Table 1, for the aluminum alloy matrix [14], while stresses in the SiC particle
were computed by combining the total effective strain and modulus for SiC.
The distribution of effective stresses thus derived is shown in Fig. 15, whereI the field of view has been rotated counterclockwise with respect to the strain
contour plot shown in Fig. 14. Note that the stress scale in Fig. 15 is

i logarithmic; therefore, stresses in the SiC particle are extremely large, and
there is a very large stress gradient along the matrix/particle interface. This
effect is much easier to show with the distribution of stress than using the

I distribution of strain.

The strains and stresses shown in Figs. 14 and 15 are actually the
changes which occur on going from minimum to maximum load. Since the
residual stress at a fatigue crack tip is in compression at minimum load, the

I stress change cannot be directly related to what is known about the strength of
SiC. The maximum stress change in the particle was determined to be aboutU 16 GPa, which is still only about 3% of the modulus, and is less than might be
expected for the fracture strength of a whisker of perfect SiC of very short
gauge length [15]. The rapid variation of stress across the interface shown in

I Fig. 15 illustrates very well the reason that the term "interfacial strength" is
difficult to apply when considered on a micromechanics scale. Conversely, the

I toughness of the interface is a well-defined quantity which may be used as a
measure of interface fracture resistance [16].

* Further cycling of the specimen caused the fatigue crack to be
deflected around the left end of the particle P1, only to encounter the more

I rounded particle P2' as shown in Fig. 6(e). The distribution of strain in Fig. 16
illustrates, again, that deformation in the matrix has been "channeled" by the

i presence of this particle, and that the strains within the particle are relatively
large, but in this case not as large as in particle P1. The effect of P2 on the

U
U
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COD of the crack at this stage is not as great as was the effect of P1 on the

I crack tip in Fig. 14.

I Fatigue at Intermediate AK

Contours of maximum shear strain surrounding the crack in Fig. 9(a) areU shown in Fig. 17. Opening displacement of the main crack (inset) has been
considerably altered in comparison to that of a crack at lower AK which
showed no microcracking, e.g., Fig. 12. The Mode I opening, CODx, is no longer
linear in 4ly, and Mode I - Mode II up to 12 Irm behind the tip. Perturbation of
the strain field in the crack tip region is not as evident in Fig. 17, as might beI thought from the locations and opening displacements of the microcracks seen
in the photograph, although the strains at the tips of the microcracks are
clearly elevated. The strain contours show some differences between the
regions of maximum strain and the tips of the microcracks on the photographs.
This may be an indication that there is a difference between surface and

i subsurface crack tip locations.

Crack opening displacements for these microcracks were determined,
and these were combined with the crack tip strains to estimate the AK levels
of these microcracks using the relation [17]

U AK = (EAS)1/2  (2)

I where E = composite tensile modulus (108 GPa), AG = cyclic stress at the crack
i tip, calculated using the crack tip strain in the derived cyclic stress-strain

curve, Table 1, and 8 = CTOD (defined as the CODx or CODy at the distance of
1 gim behind the tip). Eq. (2) was used to compute a AKx and AKy for the x and y

openings at both ends of a crack, and these were combined to give
AKeq = (AKx2+AKy2 )1/2 . The AKeq at each end of the crack were then averaged

to give one value for each microcrack. The results of these computations are
given in Table 2, where it may be seen that AKeq decreases as 0 increases, as

I would be expected from the elastic stress distribution surrounding a crack tip.
However, this change might also be attributed to the increase in distance of theU microcrack from the main crack tip.

I
I
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For the microcracks shown in Fig. 9(b), the strain contours are shown inU Fig. 18, and the COD for the main crack is shown in the inset. COD values for
the microcracks are shown in Fig. 19, where the level of Mode II opening,
approximated by CODy, may be seen to vary with angular location relative to
the main crack. These microcracks have been analyzed in the same way as
those for the previous case, and the results are shown in Table 2. Magnitude of3 AKq again decreases as 0 increases, just as for the previous case, but for this

crack tip, the distance from the main crack tip, r, is more constant than for the
I previous case.

The effect of the microcracks on the stress intensity factor for the
I main crack has been computed using the analysis of Rose [18]. The analysis for

each microcrack is independent of the other microcracks, but this assumptionU is reasonably valid because of the spacing of the microcracks. The results of
this analysis, given in the last column of Table 2, indicate that the microcracks
are not having much of an effect on the main crack, with the maximum

I elevation in the KI of the main crack of 3%. The low level of this effect is due

to the considerable distance between the main crack tip and the nearest
I microcrack (8 pm).

Crack opening displacements and crack tip strains of the main crack3 shown accompanying each figure have been used to compute a AKeq, the local

driving force, using the same method as described above for the microcracks.3 The results of these computations are shown in Table 3. For each of these
crack tips, AKeq is smaller than the applied AK; the difference is due to fatigue

I crack closure. Similar results have been shown for several other materials
[19], including aluminum alloys.

The magnitudes of AKeq for microcracks are considerably less than AKeq

for the main crack. This correlates well with the observation that the3 microcracks grew only a small amount as the main crack moved past them, and
that the maximum amount of observed growth was for microcrack 1, that

i closest to the path of the main crack.

I
I
I
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1
I Approach to Kc

3 The distribution of maximum shear strain is shown in Fig. 20 for the

tearing crack of Fig. 10. This strain distribution is different than for a fatigue
I crack at lower AK in that there is considerable strain along the flanks of the

crack and the strain ahead of the crack tip is more pronounced. The maximum
strain is much larger than that found for other, similar composites, although it

I is not exactly at the crack tip, but 5 im behind it, consistent with the shape of
the crack tip. The COD (inset) also evidences unusual behavior as compared to

I crack tips at lower AK, but it is not blunt like that shown in Fig. 18. These
differences are probably the result of crack tearing and the loss of constraint
on the surface caused by the large plastic zone which has developed at this high

IU K level. The strain distribution is consistent with development of a slant
fracture mode, but fractography did not evidence any well-developed shear lip,

I so the effect, if present, was small or local.

V. STRAIN DISTRIBUTIONS AND PLASTIC ZONE SIZES

The distributions of strain within the plastic zones of the fatigue
i cracks on which micromechanics analysis was performed have been studied in

detail. The main purpose of this analysis was to compare the effects of SiC in
this composite with a similar, unreinforced aluminum alloy. Effective total

I strain range (normalized by the crack tip strain) A', within the plastic zones
directly ahead of the crack tip (along the y-axis) and in the loading directionU (±x-axes) were matched against two distribution functions previously used for
strain analyses [20]:

I AS'= A'+ M' In(B+r) (3)

I and As' = A'/(B+r)m (4)

5 where r = distance from the crack tip along either y or ±x, A', M' and B are
fitting constants, and m = 1 /(n+1 ) (n = work hardening coefficient, Table 1).

I Strain distributions parallel and perpendicular to the loading axis are

shown in Figs. 21 and 22 for the lowest and highest AK values applied. For theI
I
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II low and intermediate levels of AK, the logarithmic function, eq. (3), fit the
i strain distribution better than eq. (4). As seen in Fig. 21, the fit to the data,

which includes the crack tip strain, is good, particularly ahead of the crack tip.
The ordinate of these graphs is the strain normalized by the crack tip strain.

I This result is consistent with the analysis of a much larger data base of strain
distributions ahead of cracks in a variety of alloys [20]. For the distributions

I of strain in the loading axes (±x), the fit is not as good because of scatter in
the strains. However, if all the data available at the lower values of AK are
considered, eq.(3) describes these data somewhat better than eq. (4). This isI contrary to the strain distribution given by another aluminum alloy - SiC
composite studied earlier [7]. It must be noted, however, that eqs. (3) and (4)

I are very similar within the plastic zone; the differences in these functions
only occur at large r where little strain data exists. Thus, using either strain
distribution function results in computed values of plastic zone size which are

U nearly equal.

At the largest AK, eq.(3) again fits the data better than eq.(4), although
scatter in the data in the loading directions (±x) again lowers confidence in
this conclusion. The fits obtained are shown in Fig. 22. One of the reasons thatE the logarithmic function is considered to fit better than the exponential is that
the values of m in eq. (4) which best fit the data are - 1.3, whereas, m - 0.9

I when determined from work hardening coefficient.

Values of the constants derived for a fit of the strain data to eq. (3)
I are given in Table 4, together with the derived plastic zone size (PZS) parallel

and perpendicular to the loading axis. The table does not include those data
I derived when the crack tip was interacting strongly with SiC particles; they

are examined separately. The definition of elastic strain used in deriving the
PZS values given in Table 4 is twice the elastic strain at 0.2% offset yield,

I which for this composite is 0.0108. Thus, strain at the defined PZ boundary is
equivalent to the cyclic yield strain. This definition is consistent with theU strains, which were determined between minimum and maximum load. If PZ
boundary is defined as the proportional limit or the monotonic yield strain,
then values of PZS are increased from 20 to 40%. The last column of Table 4

I lists the ratio of the PZS ahead of the crack tip to the size perpendicular to
that. This ratio is consistently about 1.7, except for the K level just below

I fast fracture.

I
U
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A similar analysis of crack tip strain distributions was performed on
fatigue cracks in 7075-T651 [20]. Plastic zone sizes parallel to the loading
axis, defined in the same way as for this composite, are compared in Fig. 23.
Even though 7075 has a higher yield strength (= 500 MPa) than this composite,
the PZS is larger at lower AK values. This indicates that yield stress cannot be
used as a valid normalizing parameter.

I At lower values of AK, presence of the SiC particles near the crack tip
can affect the strain distribution markedly. The strain distribution directly
ahead of the crack shown in Fig. 14 is plotted in Fig. 24. If the strains at the
crack tip and farthest from it are taken together, as indicated by the line, then' the distribution function is again that of eq. (3), with constants comparable to
those shown in Table 4 (A' =1, M' = -0.382, B = 1). It obvious that strains
within the SiC particle and between the crack tip and the particle are much

I lower. Effective strain at the crack tip (Ac(0) - 0.24) is amplified by a factor

of 3 relative to the other crack tips analyzed at this same AK (AE(0) - 0.07).
I This is caused by the concentration of shear strain in the region between the

crack tip and the SiC particle. The plastic zone ahead of this crack tip extends' to 11 Im compared to = 26 pm for the other crack tips analyzed at this same
AK (Table 4). Thus, the effect of the SiC particle has been to amplify the strain
at the crack tip, while decreasing the plastic zone size.

The effect of deformation near the crack tip on the interfacial strains

I is indicated in Fig. 25 which plots the strain on each side of the large SiC
particle shown in Fig. 16. The abscissa of Fig. 25 is the distance along the
interface from left to right, with the plane of the crack shown for reference.

I Clearly, strains in the matrix are larger, and there is high gradient of strain
across the interface. But even with the resolution of the measurements madeI here, it is not possible to determine if the crack will grow exactly in the
interface or a few Angstroms into the matrix. The crack did, in fact, advance
to the right around this particle within the next few cycles, and it could not be

I determined, even from observations at 8,OOOX, whether or not the crack
advanced exactly through the interface.

I VI. DISCUSSION

I The objective of this research has been to gain an overall understanding
of fracture in this composite, and specifically to ascertain the effect of SiC

I particulate on fracture processes. This presupposes a depth of understanding

I
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of fractuie processes which, in fact, does not exist. It is clear enough that
plasticity of the matrix alloy within the plastic zone of a crack is principally
responsible for the fracture characteristics of the composite, and that one of
the main effects of the SiC particulate is to modify the plastic response of the
matrix alloy.

Fatigue:

This composite exhibits a AKth for fatigue crack growth similar to

unreinforced alloys. As has been demonstrated [19], this is an expression of
the effects of fatigue crack closure, and is directly linked. A model has been
advanced [19] which links the slip characteristics of the material with the
magnitude of AKth. The model assumes that crack growth cannot occur when

dislocations cannot be emitted from the crack tip. Crack growth ceases to
occur when the stress at the tip of a slip line of length r. emanating from the

crack tip is reduced to the yield value, ay. An approximation to this condition

is given by

AKth =0 cy2nrs  (5)

For a particulate reinforced composite, the model assumes that the limiting
slip distance is equal to the mean free path of dislocations, which may be
computed from [21]

rs = (2d/3)[(1 -vf)/vf] (6)

where vf = the volume fraction and d = the diameter of the SiC. Unfortunately,

from the modeling viewpoint, there is a spread in size and volume fraction of
SiC particles, which makes computation of r. difficult. As an approximation, it
has been assumed that d = 6.6 gm, the most probable size of particle, and that
all 15% SiC is of this size. Therefore, from eq. (6), rs = 25 pm. Using this
value in eq. (5) gives AKth = 4.4 MPa/m, which is below those values measured

by fatigue crack growth, as listed in Table 1. Considering the variation in
measured AKth and the approximations made in the above computations, the

agreement between measured and computed values is fairly good.
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The level of Mode I crack closure is set by the magnitude of AKth,
which means the level of AKeff at any value of AK is found from

AKeff = AK- AKth (6)

Evidence for the validity of eq. (6) is presented in Fig. 26, which shows a
relationship similar to that previously derived for unreinforced 7075-T651 and
7091 [19] aluminum alloys. The line drawn on the figure is from eq.(6). Data
variation is due mainly to the crack response from cycle to cycle during crack
growth; measurement accuracy is much better than the variation observed.
The data used in this figure are from Table 3. It must be concluded from this
analysis that an average level of fatigue crack closure at any AK can be
predicted, with reasonable accuracy, for this class of composites.

The plastic zone sizes shown in Fig. 23 indicate that crack tip
plasticity is restricted by the presence of SiC particles, especially as the size
of the plastic zone increases with AK to envelop more particles. Further
evidence of restricted plasticity was given by the strain distributons, e.g., Fig.
24. A comparison of crack tip strains for this composite with those of the
aluminum alloys 7075 and 7091, Fig. 27, indicates that presence of the SiC has
virtually no effect on crack tip strain, at least at low to intermediate AK. It
must be concluded that the main effect of the SiC is to restrict slip within the
plastic zone, thereby decreasing plastic zone size, but without altering the
functional form of the strain distribution.

Detailed examination of the interaction of a fatigue crack with SiC has
shown that the crack is deflected by particles blocking the path of the crack,
Figs. 6 and 7(a), but that crack growth rate is altered only over relatively small
distances and by less than a factor of 10, Fig. 7(b). The SiC also altered the
distribution of strain within the plastic zone, but not strain at the crack tip,
unless the tip was very close to a particle. Again, this implies that crack
growth rate is linked mainly to crack tip strain, and that deformation within
the plastic zone occurs in response to the crack tip strain and is of little
relevance to determining crack growth rate. There is good evidence, however,
that deformation within the plastic zone controls the level of crack closure.
Thus, the relationship between crack growth rate and AKeff is altered by the

presence of SiC through the level of crack closure.
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Particles of SiC near fatigue cracks have the effect of concentrating
the strain in the region near the crack tip, e.g., Fig. 14. Very large stresses
within the SiC particles result, but the SiC rarely breaks due to the constraints
of surrounding material, and, apparently, the small size of the inherent flaws
within the SiC. Thus, breakage of SiC is observed to occur mainly for larger
particles [7].

Deformation within the matrix limits the magnitude of stress, but, due
to continuity of deformation across the interface into the SiC particles, the
stresses are very high in particles close to the crack. This results in a very
large stress gradient across the interface and makes it difficult to define a
stress at which particle/matrix debonding occurs. It is not clear, for this
composite, that interfacial debonding occurs; rather, it appears as though
failure usually occurs in the matrix within a micrometer of the interface. The
exception to this occurs when several SiC are clumped together. This
condition, illustrated in Figs. 17 and 18, can cause microcracking in the
matrix/particle interface. This occurs, presumably, because of inadequate
wetting or deformation in the fabrication process. The difficulty of defining a
"bond strength" at the interface between the two parts of a composite, when
viewed on a microscale, is certainly an opportunity for further thought and
analysis.

Fracture Toughness:

Measured fracture toughness of this composite is 24 to 27 MPa4m,
which is higher than the 13 to 16 value measured for most of the other cast and
extruded materials tested. The main reason this composite was chosen for
detailed study was to determine the reasons for this relatively large value of
fracture toughness. Fracture surface roughness has been proposed [22] as being
proportional to fracture toughness, so this concept was examined for all the
composites tested. A qualitative assessment of fracture surface cross
sections revealed no relationship between these two variables, so it was not
surprising that quantitative determination of the fracture surface roughness
factor, which is related to the fractal dimension of the fracture surface
profile, was also unrelated to measured fracture toughness [4].

In research on another composite, the factors contributing to fracture
toughness were analysed and modeled [7]. For materials which form very few
microvoids in the process of final fracture, the work expended in formation of
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the crack tip plastic zone is the principal contribution to fracture toughness.
For the composite studied here, very little evidence of microvoid formation
was found from fracture surface examination, Fig. 11. Therefore, the model
developed previously was used to compute fracture toughness. Strain measured
at the crack tip for the cycle just prior to the onset of rapid fracture and the
strain distribution parallel to the loading axis, Fig. 22(b), were used in the
computation. The magnitude of fracture toughness computed by this procedure
was 9 MPa/m, which is a factor of almost 3 smaller than that measured. This
result implies that the model was formulated incorrectly or the measurements
were inaccurate, or both.

The model was reviewed, but no problems were found. Variables which
go into the model were, therefore, altered systematically until a value of Kc

approximating that measured was computed. To obtain a value of Kc = 27

MPaqm, the area under the stress-strain curve would have to be increased by
30% for any given strain, the unloading correction would have to be ignored, and
the strain at the crack tip would have to be approximately twice that measured.
These values are at such wide variance with the measured values that
inaccuracies in measurement cannot be considered as the reason for the
inability of the model to rationalize the results.

An estimate of Kc may be made using the relation [231

Kc = (E82ay)1 2  (7)

where 8 = CTOD and a = yield stress. Using the value of CTOD measured, as

shown in Fig. 20 (1.8 Am) gives Kc = 11.7 MPa4m, which agrees much closer to

the result using the model than it does to the measured value. For
Kc= 25 MPa4m, the CTOD would have to be 8.5 im, which is almost 5 times that

measured and well outside of any error in measurement. However, when this
equation was used to compute Kc for a similar composite, the result was again

lower than that measured, but the difference was less [7].

It must be concluded from the above analyses that either the
measurements of Kc are incorrect, or the models are wrong. However, a

thorough examination of both model and experimental results has not revealed
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the reason for disagreement. Thus, the reason for the high fracture toughness
of this composite remains unknown. The large variability of Kc between

specimens does bring into question whether the results obtained for Kc (from

two specimens) are typical, and whether the crack tip plasticity results (from
one specimen) are typical. It is possible that the variance between test and
model results is due to variations in material properties between samples, but
the differences are so large as to question this explanation.

VII. SUMMARY AND CONCLUSIONS

A detailed micromechanics analysis has been performed on the fracture
characteristics of the aluminum alloy 2014, in peak aged condition, reinforced
by approximately 15 v/o SiC particles averaging 6.5 i~m in diameter. This
composite was manufactured by casting from the melt followed by extrusion.

1. The yield stress of the composite (345 MPa) was found to be lower than that
of the base aluminum alloy (415 MPa). The matrix material was found to be
inhomogeneous, with relatively large intermetallic particles widely
distributed in the matrix. Transmission electron microscopy revealed the
dispersoids expected in this alloy, but with some dispersoid-free regions not
associated with the reinforcing particulate.

2. Fatigue cracks growing at low AK have crack tip plasticity relatively
unaltered by the reinforcing SiC, except that the plastic zone size is reduced.
Cracks growing at higher AK have their plastic zone deformation significantly
altered by SiC particles, due mainly to the larger plastic zone which
encompasses more particles. However, crack tip strains are not greatly
changed by the presence of the SiC.

3. Crack closure measurements indicate a trend similar to that found for
unreinforced material, but with a shifted level of closure. The threshold for
fatigue crack growth, which is the same as the level of closure, may be
computed from a knowledge of the SiC particle size and volume fraction. Crack
surface roughness appears to have little influence on crack closure.

4. Strains in SiC particles within crack tip plastic zones were found to be
high, with the accompanying high stresses. This causes a very large stress
gradient at the particle/matrix interface which makes it difficult to define a
debonding stress.
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I
5. Microcracks separated from the main crack were formed within the plastic
zone of fatigue cracks growing at intermediate AK. These microcracks, which
usually formed within clumps of SiC particles, were fourd to have little effect

I on the crack growth rate of the main crack because of their small number and
relatively large distance from the main crack tip.

H 6. The fracture toughness measured for this material was found to be higher
than that of similar composites having other matrix alloys. The reasons for

I this elevated toughness were sought by fractography and by comparison with a
model for fracture toughness which is related to the work expended in

I formation of a plastic zone. No evidence for extensive formation of microvoids
was found from fractography, and the model predicted that the Kc would be

approximately one-third of that measured. No rationalization of the measured
Kc could be made on the basis of plasticity. It may be that the values of Kc

measured are atypical.
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TABLE 1

1 2014-PA+1 5v/o SiC Mechanical and Fracture Properties

I Tensile:

rry Units Test1 Test2
Young's Modulus GPa 107 108
Proportional limit MPa 260 210
0.2% offset Yield stress MPa 342 346
Strain to fracture % 1.6 2.4

A = eO:pn • 0 MPa 678 842
n 0.111 0.158

5 Ultimate stress MPa 450 468

*Fatigue: ET

AKth MPa/m 5.5 10

da/dN = BAK s : B m/cycle 2.1x10-12  3.6x10 12

1 s 5.5 4

Fracture Toughness: Spec, 1 Sc

Kc  MPa/m 27.0 23.8

I
I
I
I
U
I
I
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TABLE 2

Microcrack Analysis
AK Crack r 1 0 Max COD Keq KI/K

No. x y Main Crack

MPa/m pim p.m 0 --gm-- MPaq/m

18.5 1 12 8 24 0.24 0.20 4.4 1.03
2 30 10 53 0.70 0.08 3.4 1.01
3 36 14 78 0.37 0.06 3.1 0.99

I 19.5 1 23 14 20 0.84 0.62 6.2 1.02
2 30 16 59 0.76 0.15 4.3 1.02
3 35 20 107 0.13 0.10 2.2 0.97



24

TABLE 3

Crack Driving Force Analysis

AK C O D Crack Tip Ac Stress Intensity Factors
Mode I Mode II strain AKI  AK1  AKeq AKeqAK

MPam --- im---- MPa --------- MPa/m ---------

I 8.8 0.27 0.18 0.070 460 3.6 3.0 4.7 0.54
8.8 0.20 0.06 0.144 523 3.3 1.8 3.8 0.43I 8.8 0.22 0.06 0.244 570 3.7 1.9 4.1 0.47
8.8 0.20 0.07 0.111 500 3.3 1.9 3.8 0.43

i 18.5 0.49 0.69 0.165 520 5.2 6.2 8.1 0.44
18.5 0.76 0.85 0.20 550 6.7 7.1 9.7 0.52
19.5 2.65 1.90 0.49 638 13.5 11.4 17.7 0.91

I 24.0 2.60 1.50 0.72 678 13.7 10.4 17.2 0.72
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I TABLE 4

3 Strain Distributions and Plastic Zone Size

U Kmax Direc- Ae(0) A' m B PZS Ratio Calculated
MPa /m tion 1Im pM (y/x) PZS (Jim)

U 9.8 y 0.07 1.22 -0.313 2 27.8 1.49 16
0.07 1.26 -0.375 2 18.7 23

I 9.8 y 0.07 1.23 -0.327 2 24.8 1.65 16
±X 0.07 1.27 -0.394 2 15.0 23

21.7 y 0.30 1.22 -0.320 2 38.4 1.65 813 + 0.30 1.49 -0.445 3 23.2 113

29.5 y 0.34 1.0 -0.165 1 352 3.55 150
±X 0.34 1.17 -0.247 2 99.2 208

I
I
I
I
I
I
I
I
I
I
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(a)E20

(b) (c)

Fig. 1 Microstructure of 2014 +15 v/o SiC. (a) Low magnification secondary
electron image showing dispersion of SiC in matrix, (b) similar image
at higher magnification showing particle shape and size, and (c) same
area as in (b) by backscattered electron imaging showing the large
number of intermetallic particles in the matrix.



28

MLI t

(a) (b)

(C)

Fig. 2 Transmission electron microscopy of 2014-PA+15v/o SiC.
(a) Some portions of the matrix exhibited subgrain formation, as
illustrated here. A uniform distribution of dispersoids are also shown.
(b) This micrograph shows one of the regions or "channels" free of
dispersoids. (c) The interface between matix and SiC particle (on left)
shows no change in dispersoid distribution near the interface.
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2014 + 15 v/o SiC
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Fig. 3 Measured distribution of SiC and intermetallic particles in 2014-PA
+1 5v/o SiC. The function fit to the data shows that the distribution is
approximately log-normal.
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2014-PA+15v/o SiC
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Fig 4(a) Stress-strain characteristics of two composite tensile specimens.
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2014-PA+15v/o SiC
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U)a = 842AE .158C p
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1 0 . . . .,. . . ., . . . .

10-4  10 0 3  102 1 01

Plastic Strain

Fig. 4(b) Stress-plastic strain curves for two specimens of the composite
derived from Fig. 4(a).
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2014-PA+15v/o SiC
10-

3
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0 i

Cu 10-7 0
J9J

cc 10-8. . .
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AK, MPaIm

Fig. 5 Fatigue crack growth behavior of the composite. Both single edge
notched (SEN) and compact tension (CT) specimens were tested.
Differences are thought to be due to material variations.
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I
Fig. 6 Crack growth sequence for a fatigue crack interacting with SiC3 particles. Micromechanical interaction of the crack with particles

P1 and P2 is shown in subsequent figures.
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I
3 Fig. 7(a) Crack length as a function of loading cycles for the crack path

shown in Fig. 6.
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I Fig. 7(b) Fatigue crack growth rates derived from the data in Fig. 7(a).
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(a)

Fig. 8 Fatigue crack growth path at intermediate AK = 16.2 MPa /m.
I (a) Crack tip relatively remote from SiC particles showing multiple

crack tips, and (b) crack tip within a cluster of SiC particles showing
i a singular tip.
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(b)

3 Fig. 9 Crack tips at about AK =19 MPa/m showing multiple non-connected
microcracks. Micromechanics analysis of (a) is shown in Fig. 17 and

i of (b) in Figs. 18 and 19.

I



I 38

I
I
I
I Io

Iil

I

I Fig. 10 Crack tip on the cycle preceding fast fracture. Location of crack tip
is shown by the arrow.

I
I
I
I
I
I



I
I 39

*2
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1Fig. 11 Fractography 
of fatigue and fast fracture. (a) Fatigue region at

K = 10 MPa /m showing some of the few periodic crack arrest marks

found. (b) Fast fracture region showing an example of a somewhat

ductile rupture looking region.
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Fig. 12 Contour lines of maximum shear strain around the fatigue crack tip
shown in Fig. 6(b), grown at AK = 8.8 MPa4m, which is relatively
remote to SIC particles (shown as hatched regions). Strain
distribution is similar to that for unreinforced material. The inset
shows the crack opening displacements parallel (x) and perpendicular

i (y) to the loading direction.
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I Fig. 13(a) Contour lines of maximum shear strain around the fatigue crack
shown in Fig. 6(c), grown at AK = 8.8 MPa'/m. Strains, measured at

Slow spatial resolution, are similar to those for a crack in
unreinforced material. The inset shows crack opening displacements.
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Fig. 13(b) A detail of the strains for the field in Fig. 13(a), measured with high
resolution (0.25 gim), showing the concentration of maximum shear
strain near the tip of the oblong SiC particle. Note the level of
strain within the SiC particle.
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Fig. 14 Distribution of maximum shear strain for the fatigue crack shown
in Fig. 6(d), grown at AK = 8.8 MPa4m. Strain is concentrating between
the crack tip and the end of the SiC particle, where a microcrack has
formed. Crack opening displacements are shown in the inset.
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Fig. 16 Contours of maximum shear strain for a fatigue crack grown at
AK = 8.8 MPa /m approaching particle P2' as shown in Fig. 6(e).
Inset shows the crack opening displacements. Proximity of the particle
to the crack tip has again distorted the strain distribution.
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Fig. 17 Strain distribution for the fatigue crack, shown in Fig. 9, grown at
AK = 18.5 MPa/m and having several non-connected microcracks.
Note the strain concentrations at the tips of the microcracks and the
mixed mode nature of the crack opening displacements (inset).
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Fig. 18 Strain distribution for a fatigue crack grown at AK =19.5 MPa /m
I having several non-connected microcracks. Strain in this field is

concentrated at the tip of the main crack. Note the blunt characteristic
I I of the crack tip (inset).
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Fig. 19 Crack opening displacements for the microcracks, of Fig. 18.I Note the large components of Mode 11 in cracks 1 and 3.
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IFig. 21 (a) Distribution of effective strain (normalized by the crack tip strain)
ahead of the fatigue crack shown in Figs. 6(b) and 12. The line3represents the fit of eq. (3) to the data.
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Fig. 21 (b) Distribution of effective strain (normalized by the crack tip strain)
perpendicular to the loading axis for the fatigue crack shown in
Figs. 6(b) and 12. The line represents the fit of eq. (3) to the data.
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i Fig. 22(a) Distribution of effective strain (normalized by the crack tip strain)
ahead of the crack shown in Figs. 10 and 20. The line represents the
fit of eq. (3) to the data farthest from the crack tip.
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Fig. 22(b) Distribution of effective strain (normalized by the crack tip strain)
perpendicular to the loading axis for the fatigue crack shown in
Figs. 10 and 20. The line represents the fit of eq. (3) to the data.
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i Fig. 23 Plastic zone sizes parallel to the loading axis for the composite
compared to those for fatigue cracks in unreinforced 7075-T651.
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Fig. 24 Alteration of the distribution of effective strain (normalized by the

crack tip strain) ahead of the crack shown in Figs. 6(d) and 14 (a) by the

SiC particle. The line represents the fit of eq. (3) to the data
farthest from the crack tip.
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Fig. 25 Distribution of effective strain along each side of SiC particle P2'

shown in Figs. 6(e) and 16, going from left to right across the plane of
the crack. Strain magnitude ratio along the loading axis is reversed to
that ahead of the crack tip.
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Fig. 26 Determination of crack closure from measured crack tip parameters
and computed AIth.
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Fig. 27 Comparison of crack tip strains for the composite to those for

unreinforced aluminum alloys showing the similarities in magnitude.


